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Company Bio

Technology

Produced without the 
addition of volatile 
organic compounds.

Smooth Trowel 
Technology improves 
the working consistency 
of high volume thin-set 

mortars. STT is designed to make the 
mortar easier to mix and apply, allowing 
for smoother troweling and improved 
tile adjustability which contributes 
to a more effi cient tile installation.

Thixotropic mortar 
producing exceptional 
non-sag properties on 
vertical ceramic tile & stone 

applications. Supports large heavy tile 
& stone on fl oor applications to produce 
a fl at fl oor fi nish and reduced lippage.

NON-SAG

Revolutionary 
technology that helps 
to inhibit the growth 
of mildew, fungus 

and other bacteria causing odors and 
stains in construction materials.

Formulated with high 
performance additives 
to produce a dense, 
low absorption grout 

fi nish that is resistant to staining. 

Proud members

Since 1980, Flextile has been providing the 
North American Hard Surface Industry with 
complete installation systems designed 
specifically for commercial use, where 
performance is the number one priority. 
Flextile products meet and in many cases 
exceed current industry standards as defi ned 
by TCNA (Tile Council of North America) and 
TTMAC (Terrazzo, Tile & Marble Association 
of Canada).

We pride ourselves in offering all industry 
participants a reliable option for all of their 
Hardsurface fl ooring and cladding project 
installation requirements. Flextile products 
are both cost competitive and readily available 

through one of the largest wholesale distributor 
networks in North America. With our regional 
manufacturing capabilities, Flextile also offers 
comprehensive LEED opportunities for projects 
when required.

Flextile’s R&D department is comprised 
of a group of dedicated and knowledgeable 
individuals who pride themselves in ensuring 
Flextile products entering the market or being 
updated, will meet the toughest challenges 
faced by Specifi ers, Contractors, and Building 
Owners. Researching and using the latest 
technologies available along with rigorous 
Quality Control and follow-up testing. 

Warranty

Flextile offers extended project warranties 
for ceramic tile and stone installations where 
a complete system of quality Flextile surface 
preparation, installation, and grouting product 
components have been specifi ed and used. 
Contact your local Flextile distributor sales 

representative or email Flextile 
directly at support@fl extile.net 
for further information on how to 
apply for the FlexGuard System 
Extended Project Warranty

PTOTOP
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Overall, Flextile’s R&D efforts are heavily 
infl uenced by our desire to ensure a better 
future for our, and the next generations’ 
environment. Our products are formulated to 
perform at the highest level which helps to 
ensure long lifecycles of the installations where 
Flextile products are used, and our efforts to 
continually source and incorporate the use 
of sustainable and local raw materials in the 
production of our products wherever possible 
go hand in hand with this strategy.

Flextile provides a complete installation system 
meeting LEEDv4 VOC-Free requirements, as 
denoted by the Berkley Analytical compliance 
logo next to each qualifying product image in 
the following Surface Preparation, Setting, and 
Grouting sections.

• Available for projects in Canada and the USA with minimal shipping 
involved 

• Manufacturing facilities in Ontario and British Columbia

• Large wholesale distributor networks in North America

• A commitment to using packaging materials containing 
biodegradable or recycled materials

• A commitment to internal recycling programs, such as 
reconstituting production by-products such as contained dust 
and other waste back into new production

• Most raw materials extracted within 800 km (500 miles) of 
production facilities. A commitment to source raw materials

• A commitment to develop and produce products that meet or exceed 
current and future environmental and performance standards.

• Majority of product line is VOC Free

We are committed to a clean 
 and sustainable environment

Contact a Flextile Technical Representative to assist with calculating 
maximum LEED Certifi cation credits for your next project

 support@fl extile.net specifi cations@fl extile.net

VOC Emission Test Certifi cate 
Standards & Codes 
Recognizing CDPH Standard 
Method V1.2 (partial list)

• USGBC LEED V4, 
BD&C, ID&C

• The WELL Building Standard
• ANSI/GBI 01, Green Building 

Assessment Protocol

Certification
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TDS - Technical Data Sheet SDS - Safety Data Sheet

Surface Preparation

Self-Leveling and Primers

4050 Flexsil Multipurpose Acrylic Primer is a 
high solids, low VOC, acrylic primer with inert 
aggregates and other additives. 4050 Flexsil 
Primer is used to prime various surfaces 
promoting adhesion, especially to non-porous 
surfaces. It may be used to enhance bonding 
of cementitious and gypsum based levelers 
to various surfaces, also suitable to enhance 
bonding of mortars and levelers to non-absorbent 
surfaces, such as existing ceramic or stone tile, 
smooth concrete and terrazzo fl oors, and most 
clean steel surfaces.
• High solids formulation.
• Provides a rough key-in surface.
• Ready to use latex, no dilution required.
• Provides tough bond of cementitious applications 

to various substrates.
• Low VOC formulation, contributes to LEED points. 

For leveling and repairing concrete, exterior grade 
plywood surfaces, or existing fl oor surfaces such 
as vinyl composition tile, cutback adhesive-coated 
fl oor surfaces, Portland cement-based terrazzo, 
or ceramic tile. Produces a smooth, level surface, 
for installation of all types of ceramic or stone 
tile, vinyl composition tile or sheet goods, carpet, 
or hardwood.
• Polymer Modifi ed - excellent adhesion to new 

concrete and plywood surfaces.
• Saves time – fi nds its own level without troweling.
• Easy to use – just mix with water and apply.
• Fast curing – fl ooring can be installed within 2 – 4 

hours.

59
Flex-Flo

Self-leveling Underlayment

5900
Flex-Flo PLUS

Self-leveling Underlayment

For leveling and repairing concrete, exterior grade 
plywood surfaces, or existing fl oor surfaces such 
as vinyl composition tile, cutback adhesive-coated 
fl oor surfaces, Portland cement-based terrazzo, 
or ceramic tile.
• Ideal for fast leveling, smoothing and repair of 

surfaces prior to fl ooring installation.
• High strength and abrasion resistance.
• Up to 30 minutes working time.
• Ceramic tile and stone can be installed in as little 

as 4 to 6 hours after application
• Resilient fl ooring coverings can be installed 16 to 

24 hours after application.
• Can be poured from 3 mm (1/8”) to 48 mm (2”) 

in a single pour.
• Easy to use – just mix with water and apply.

4050
Flexsil Primer

Flextile 4040 Concrete Primer SL is a high solids, 
acrylic primer that is used to prime concrete 
surfaces to be leveled with cementitious 
underlayments providing an improved adhesive 
bond. Useful for priming existing concrete 
surfaces when installing cementitious self-leveling 
underlayments or other cementitious repair 
mortars.
• Improves bond strength.
• Reduces porosity of concrete surface, improving 

mortar mix application characteristics.
• Contributes to LEED points.

4040
Concrete Primer SL

https://flextile.net/wp-content/uploads/2020/10/TDS-En.-5900-FlexFLO-PLUS-21-Oct-2020.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-59-FlexFLO-21-Oct-2020.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-En.-4040-2020-Oct-23.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-En.-4050-2020-Oct-23.pdf
https://flextile.net/wp-content/uploads/2020/05/5900-Certificate.pdf
https://flextile.net/wp-content/uploads/2020/03/5900-Flexfloplus-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/4040-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/59-Flexflo-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/4050Flexsil-SDS-ENG.pdf
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Surface Preparation

Mortar Beds and Patching

57 
Scratch Coat

For use as a leveling scratch coat, or for use with 
metal lath for preparing a substrate or setting 
ceramic tiles.
Mixed with water or Flextile 43 Thin-Set Mortar 
Additive, 57 Scratch Coat can be used as a setting 
bed with metal lath for ceramic mosaics, quarry 
tile, or paver tile over exterior grade plywood 
sub-fl oors or counter tops.
Tile can be set in 57 Scratch Coat while still 
plastic, or when fully cured using one of Flextile’s 
Dry Set Mortars.
Can also be used as a leveling coat on vertical 
or horizontal concrete surfaces where a smooth, 
even substrate is required for installation of 
mosaic tile.

Dry Pack 
Mortar Mix

A pre-mixed mortar consisting of high 
strength Portland cement and specially graded 
aggregates packaged in dry powder form to be 
mixed with water or Flextile 43 Mortar Additive 
(exterior or wet area applications)
For use in preparing conventional thick mortar 
beds, dry pack sloped shower beds, or for leveling 
of concrete surfaces up to 51 mm (2’’) thick.
• For both Interior and Exterior use.
• Eliminates job-site mixing of sand / cement.
• Easy to tamp, compact, and slope.
• Ensures a consistent mix on large jobs.
• Easy to use on multi-level projects.

Fast Set Screed 
Concentrate Flextile Patch

A concentrate of specialty additives to be mixed 
with sand and gravel, to form a fast setting, high 
strength cement screed.
For leveling and fast-set repairs of concrete 
surfaces.
• For both Interior and Exterior use.
• For water immersion or exterior use, mix with Flextile 

43 Acrylic Mortar Additive in place of water.
• High compressive strengths.
• Fast setting screeds, mortar beds, concrete repairs, 

ready in 3-4 hours for foot traffi c, and 6 hours for 
ceramic tile and stone installations.
• Easy to screed, tamp, compact and slope.
• Pre-packaged – easy to use on multi-level projects.

Flextile Patch is a smooth, trowel-applied, fast-
setting, polymer-modifi ed, cementitious patching 
and leveling compound.
For use in thickness of feather-edge to 1/2’’ 
(12,5 mm) in fi lling cracks, voids or depressions 
in concrete and exterior grade plywood prior to 
installation of a fl oorcovering.
• Ideal for fast leveling, smoothing and repair of 

surfaces prior to fl ooring installation.
• Cures to provide a water resistant, high 

compressive strength patching compound 
compatible with all fl ooring adhesives and tile 
setting mortars.
• Floor covering can be installed in just 1 hour 

after application.
• Cement based–will not stain or mildew.
• Contains no sand or coarse fi llers.
• Polymer modifi ed–bonds to most substrates.
• When mixed with Flextile 44 can be used as an 

embossing leveler for vinyl surfaces.
• Fast setting.
• Easy to mix and spread.

https://flextile.net/wp-content/uploads/2020/03/57-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-57_Scratch-coat-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/Drypack-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-DryPack-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/Fast-Set-Screed-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-Fast-Set-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/Flexpatch-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-FlexPatch-2020-Dec.18.pdf
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Surface preparation is a key component of 
installing tile and stone. The Hardsurface 
Industry is continuing the trend towards larger 
tiles and stone with narrower grout joints, 
making the selection of surface preparation 
products and systems that can provide a proper 
substrate for these installations more critical 
than ever.  In order to produce fi nished fl oors 
or cladded wall surfaces that are fl at, without 
excessive lippage, have a proper slope when 
required, match elevations of adjoining fi nished 
surfaces when required, are esthetically 
appealin, and most importantly well-bonded 
to the substrate, the substrates must fi rst 
meet some basic industry standards. They 
must meet industry designated maximum 
deflection standards; flatness standards; 
be free of excessive moisture and negative 
hydrostatic pressure; be fi nished with a surface 
profi le conducive to attaining a good bond with 
chosen installation system components; be free 
of structural cracks or have in-plane stress 
movement cracks isolated from the tile and 
bond coat; and other requirements called out 
in the installation details of the Terrazzo, Tile, & 
Marble Association of Canada (TTMAC) and Tile 
Council of North America (TCNA) Installation 
Tile and Stone Installation Guidelines.

The Importance of Surface Preparation

Surface Preparation

TOP

Flextile’s extensive line of Surface Preparation 
Products is designed to address all of these 
above requirements and more. Including the 
proper combination of Surface Preparation 
Products in a tile assembly for all sizes and 
types of Hardsurface fl oorcovering is a decision 
that will provide the overall best value of that 
installation in terms of life-cycle, esthetics, and 
service. Products such as Dry Pack Mortar, 
57 Scratch Coat & FS Screed provide the 
necessary buildup to produce proper elevations, 
slope for proper drainage, or thick-set setting 
beds. Self-Leveling Underlayments 59 Flex 
Flo and 5900 Flex Flo Plus provide a quick 
and easy method for attaining a fl at substrate 
surface. Various types of membranes such as 
FlexMat, Flexilastic 1000 & 2000SC, WP900
& WP980, provide uncoupling, crack isolation, 
sound control, and waterproofi ng properties; 
and primers such as 4050 Flexsil and 4040 
Concrete Primer provide the necessary 
integrated conduit between smooth non-porous 
substrate surfaces such as polished concrete, 
existing fl ooring surfaces, steel surfaces, etc. 
and the tile bonding mortars in order to attain 
maximum performance and strength of the 
overall installation.
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Uncoupling Membranes

Surface Preparation

FlexMat
Uncoupling Membrane

1000 
Flexilastic 

Crack Isolation Membrane

2000sc 
Flexilastic 

 Sound Control Membrane

FlexMat is a universal, next generation, high performance uncoupling 
membrane for use under ceramic tile and stone installations, for both 
residential and commercial applications. The unique patented design 
of Flextile FlexMat uncouples the fl oorcovering from the substrate 
and prevents the transfer of stresses to the tiled surface. Cracks in 
the substrate are bridged and not transferred to the tile installed.
Its design also allows for installations with both latex-modifi ed and 
unmodifi ed tile mortars, for proper installation and maximum strength 
of large format porcelain, tile and stone. It allows for installation over 
a wide range of substrates, including plywood/OSB, concrete, gypsum, 
heated fl oors, etc.
• May be used with all recommended mortars as per installation 

requirements.
• Unique profi le design plus inter-woven polypropylene netting material 

works to increase surface area to provide stronger bond to tile.
• For both Commercial and Residential use.
• Bridges in plane substrate cracks up to 3 mm (1/8”) in thickness.
• Lightweight underlayment for Tile and Stone.
• Offset dimple design to give higher point load.

Flexilastic is a 1 mm (40 mil) thick reinforced peel and stick sheet 
membrane system designed specifi cally for use under thin-set 
applications of ceramic and porcelain tile, and natural stone.
As a Crack Isolation Membrane: For use under all ceramic tile and 
stone installations where isolation from existing or future stress, 
shrinkage in-plane cracks up to 10 mm (3/8”) in thickness is required.
As a Sound Control Membrane: adds to STC and IIC ratings when 
used in conjunction with engineered sound control fl oor/drop ceiling 
systems.
• For both Interior and Exterior applications.
• For both Commercial and Residential use.
• Exceptional bond strength.
• Tile or Stone may be applied immediately after installation.
• VOC free.
• Approved over radiant heated fl oors.

Flexilastic is a peel-and-stick sheet membrane that reduces impact 
and airborne sound transmissions and isolates fi nished fl ooring from 
subfl oor cracks. It is designed for use with ceramic, porcelain and 
natural stone tile where sound absorption is required.
Flexilastic in conjunction with Flextile 4000 primer, can be applied 
to any structurally sound and clean surface, including concrete, 
plywood, gypsum underlayments, precast fl oor panels, OSB, ceramic 
tile, terrazzo, natural stone, leveling and patching compounds, cement 
backerboard and existing VCT and non-cushion vinyl fl oors.
• For both Interior and Exterior applications.
• For both Commercial and Residential use.
• Bridges cracks up to 10 mm (3/8”) in thickness.
• Tile or Stone may be applied immediately after installation.
• VOC free.
• Moisture resistant.
• Provides thermal insulation.
• Approved over radiant heated fl oors.

Tile or st
one

Latex Modifi ed Thinset

1000 Flexilastic Crack 
Isolation Membrane

Concrete

Crack Isolation and Sound Control

ANSI A118.12 ANSI A118.12ANSI A118.10 / ANSI A118.12

https://flextile.net/wp-content/uploads/2020/03/Flexmat-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-En.-FLEXMAT-2020-Oct-23.pdf
https://flextile.net/wp-content/uploads/2020/03/1000-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2021/02/TDS-En.-1000-2021-Feb-22.pdf
https://flextile.net/wp-content/uploads/2020/03/2000-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/05/Technical-data-2000-membrane-2020-05-27.pdf
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Surface Preparation

wp-900 
Waterproof Membrane

As a Waterproof Membrane: For use under all ceramic tile and 
stone installations where a waterproof surface is required. Ideal 
for all wet areas such as bathrooms, showers, spas & steam 
rooms, fountains pools, countertops, etc.
As a Crack Isolation Membrane: For interior use, over 
shrinkage or non-structural cracks up to 3 mm (1/8”). Ideal 
for use over concrete or concrete-based underlayments, and 
to cover plywood and concrete backer unit joints.
For application in areas such as cracks and corners, with 
application of Flextile WP980 fabric for extra reinforcement.
• Interior and exterior water proofing tile installation

applications.
• Bridges shrinkage cracks or other non-structural cracks up

to 3 mm (1/8”).
• Exceeds ANSI A118.10 and ANSI A118.12 standards.
• Easy to apply – just roll or brush on.
• Fast curing - fl ooring can be installed in 1 - 2 hours, fl ood testing 

may be effected after 24 hours.
• Low odor & solvent free.
• Contributes to LEED Points: VOC compliance (Credit 4.1)

1 point.

wp-980
 Waterproof Membrane

As a Waterproof Membrane: For use under all ceramic tile and 
stone installations where a waterproof surface is required. 
Ideal for all wet areas such as bathrooms, showers, spas & 
steam rooms, fountains pools, countertops, etc.
As a Crack Isolation Membrane: For interior use, over 
shrinkage or non-structural cracks up to 3 mm (1/8”). Ideal 
for use over concrete or concrete-based underlayments, and 
to cover plywood and concrete backer unit joints.
• Provides a water tight fl ooring surface.
• Bridges shrinkage cracks or other non-structural cracks.
• Exceptional bond strengths.
• Easy to apply – just roll or brush on.
• Fast curing – fl ooring can be installed in 2–3 hours.
• Cleans up with water while still wet.
• Low odor & solvent free.
• Contributes to LEED Points: VOC compliance (Credit 4.1)

1 point.

4000 
Flexilastic Primer

4001
 Flexilastic Primer 

For the preparation of fully cured 
concrete, exterior grade plywood, 
cementitious backer units, or other 
approved tile substrates prior to the 
application of Flextile Flexilastic 1000 
and 2000SC Crack Isolation and 
Sound Control Membrane Systems.
• A high latex concentrate water-based 

acrylic latex primer.
• Excellent adhesion to fully cured

concrete and exterior grade plywood
surfaces.
• For use on Exterior applications.
• For use on Vertical applications.
• For use on existing floor covering

surfaces, or otherwise diffi cult to bond 
to substrates.
• Easy to apply.
• Provides a strong bond for Flextile

Flexilastic peel & stick membrane
systems.
• VOC compliant.

For the preparation of fully cured 
concrete, exterior grade plywood, 
cementitious backer units, or other 
approved tile substrates prior to the 
application of Flextile Flexilastic 1000 
and 2000SC Crack Isolation and 
Sound Control Membrane Systems.
• A water-based acrylic latex primer.
• Excellent adhesion to fully cured

concrete and exterior grade plywood
surfaces.
• Easy to apply.
• Provides a strong bond for Flextile

Flexilastic peel & stick membrane
systems.
• VOC free.

Primers Waterproof Membranes

ANSI A118.10 / ANSI A118.12 ANSI A118.10 / ANSI A118.12

https://flextile.net/wp-content/uploads/2020/03/WP900-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2021/02/TDS-En.-WP-900-2021-Feb-22.pdf
https://flextile.net/wp-content/uploads/2020/03/WP980-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2021/02/TDS-En.-WP-980-2021-Feb-22.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-En.-4000-20-Oct-2020.pdf
https://flextile.net/wp-content/uploads/2020/03/4000-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/4001-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/10/TDS-En.-4001-20-Oct-2020.pdf
https://flextile.net/wp-content/uploads/2021/01/WP900-Certificate.pdf
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Ceramic Tile Adhesives

Ceramic Adhesives

200 
Multipurpose

Adhesive

210
Contract Grade

Adhesive 

90
DuoFlex Premium

 Adhesive 

ANSI A136.1-TYPE 1ANSI A136.1-TYPE 1 ANSI A136.1-TYPE 1 

For installation of most types of ceramic and mosaic tile on interior 
wall applications over concrete, concrete backer board, water 
resistant gypsum board and in dry areas, plywood and gypsum 
board.
Recommended for use on residential shower or tub surround walls 
on approved backer boards.
• Excellent adhesion to most substrates.
• Excellent slip resistance on vertical applications.
• Excellent workability.
• Non-Flammable.
• Water resistant when cured.
• Environmentally friendly, VOC free formula.

For installation of most types of ceramic and mosaic tile on interior 
wall applications over concrete, concrete backer board, water 
resistant gypsum board and in dry areas, plywood and gypsum 
board.
Recommended for use on residential shower or tub surround walls 
on approved backer boards.
• Excellent adhesion to most substrates.
• Excellent slip resistance on vertical applications.
• Excellent workability.
• Non-Flammable.
• Water resistant when cured.
• Environmentally friendly, VOC free formula.

For installation of all types of ceramic and mosaic tile, light or 
translucent marble tile, or glass mosaic tile on interior wall and 
fl oor installations over concrete, concrete backer board, plywood, 
gypsum board and existing ceramic tile.
Recommended for use on shower or tub surround walls on approved 
backer boards.
May be used for installation of some fl oor tiles in light traffi c areas.
• Excellent adhesion to most substrates.
• Excellent slip resistance on vertical applications.
• Excellent workability.
• Non-Flammable.
• Water resistant when cured.
• Ecological, VOC free formula.
• Cures to a white fi lm–will not stain most white or light coloured

marble tile.

https://flextile.net/wp-content/uploads/2020/03/200-SDS-ENG-2.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-200-Adhesive-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/210-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-210-Adhesive-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/90-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-DUOFLEX-90-2020-Dec.18.pdf
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Mortars and Additives

Mortar Additives

43 
Acrylic Latex

Additive

44
 High Solids

Latex Additive

51/44 system
Premium, Flexible 
Latex Tile Mortar

Flextile 43 Acrylic Latex Thin-Set Mortar Additive is suitable for use 
as an additive for admixture with thin-set mortars such as Flextile 
51 Floor & Wall Mix or Flextile 53 Floor Mix.
Mortars mixed with Flextile 43 Thin-Set Mortar Additive in place of 
water are suitable for use in installing porcelain tile, marble, slate, 
quarry tile, pavers, ceramic mosaics and all types of absorptive 
or non-absorptive ceramic tiles on properly prepared vertical or 
horizontal surfaces of concrete, masonry, terrazzo, concrete backer 
units, existing surfaces of well-bonded ceramic or marble tile or 
VCT or other non-cushioned vinyl fl ooring or, in dry interior areas 
only, exterior grade plywood or gypsum board. 
Thin-Set Mortars mixed with 43 Acrylic Latex Thin-Set Mortar 
Additive are rated as suitable for extra heavy service by ASTM 
C627-70 on concrete substrates.

Flextile 44 High Solids Latex Thin-Set Mortar Additive is suitable 
for use as an additive for admixture with thin-set mortars such as 
Flextile 51 Floor & Wall Mix or Flextile 53 Floor Mix.
Mortars mixed with Flextile 44 High Solids Latex Thin-Set Mortar 
Additive in place of water are suitable for use in installing porcelain 
tile, marble, slate, quarry tile, pavers, ceramic mosaics and all types 
of absorptive or non-absorptive ceramic tiles on properly prepared 
vertical or horizontal surfaces of concrete, masonry, terrazzo, 
concrete backer units, existing surfaces of well-bonded ceramic or 
marble tile or VCT or other non-cushioned vinyl fl ooring or, in dry 
interior areas only, exterior grade plywood or gypsum board.
The high latex solids content of 44 High Solids Thin-Set Mortar Additive 
increases safety margins on exterior applications where thermal 
expansion / contraction of tiles is a concern, where extreme freeze 
/ thaw conditions exist, in water immersion applications and in other 
critical situations.
• Extra high latex solids content for use in extreme conditions.
• Recommended for exterior cladding installations.
• Recommended for water immersion installations.
• Thin-Set Mortars mixed with 44 High Solids Latex. Thin-Set Mortar

Additive are rated as suitable for extra heavy service by ASTM C627-70 
on concrete substrates.

ANSI A118.4 / ANSI A118.11 ANSI A118.4E / ANSI A118.11 / ANSI A118.15E ANSI A118.4E / ANSI A118.11 / ANSI A118.15E

Flextile 51/44 System is a high-performance, latex Portland cement 
mortar: Flextile 44 is a High Solids Thin-Set Mortar Additive for 
use with Flextile 51 Premium Floor & Wall Thin-Set Mortar in 
installing most ceramic tile and stone on properly prepared interior 
or exterior surfaces. The high latex solids content of Flextile 44 
High Solids Thin-Set Mortar Additive increases safety margins on 
exterior applications where thermal expansion / contraction of 
tiles is a concern, where extreme freeze / thaw conditions exist, in 
water immersion applications and in other critical or extra-heavy 
service situations.
• Recommended for exterior cladding installations.
• Recommended for water immersion installations.
• Flextile 51 & 53 Dry Set Mortars mixed with 44 High Solids Thin-Set 

Mortar Additive are rated as suitable for extra heavy service by
ASTM C627-70 on concrete substrates.

https://flextile.net/wp-content/uploads/2020/03/43-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-43-Additive-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/44-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/44-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-44-Additive-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/51-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-5144-System-02-Dec.2020.pdf
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Dry-Set Mortars

Mortars and Additives

51 
Premium Floor and Wall

53
 Floor Mix

5100
 Porcelain Bond

Flextile 51 is a premium fl oor and wall thin-set mortar providing 
superior bond strength.
Premium quality blend of Portland cement, mineral fi llers and special 
additives provides sag resistance, ease of application, long open 
time and adjustability. Installation of ceramic, mosaic, quarry and 
paver tile. Installation of natural stone, marble, granite and precast 
terrazzo tile.
For installation of porcelain and glass tiles, gauged slate, polished 
back marble or granite tile mix with Flextile 43 Thin-Set Mortar 
Additive or Flextile 44 High Solids Thin-Set Mortar Additive.
Finer texture for use with mosaic tile or other thin wall tile.
• Good slip resistance on vertical applications.
• High cement content.
• Excellent workability.
• Water resistant when cured.

Flextile 53 is a dry-set mortar providing good bond strength with 
minimal shrinkage.
Select quality blend of Portland cement, mineral fi llers and special 
additives providing ease of application, good open time and 
adjustability.
For installation of quarry tile, pavers, ceramic mosaics and most 
other types of non-absorptive or vitreous ceramic tile.
For installation of porcelain tile mix with Flextile 43 Thin-Set Mortar 
Additive or Flextile 44 High Solids Thin-Set Mortar Additive.
• High cement content.
• Excellent workability.
• Water resistant when cured.

A dry-set mortar consisting of a blend of Portland Cement, mineral 
fi llers and water retentive additives packaged in dry powder form 
to be mixed with water or latex mortar additive just prior to use.
For interior installation of porcelain tile, marble, slate, and all 
types of ceramic tile on vertical or horizontal surfaces of concrete, 
concrete block, masonry, brick and, in dry interior areas only, gypsum 
wallboard.
For exterior installations or for installation of tile over exterior 
grade plywood surfaces (dry interior areas only), mix with Flextile 
43 Thin-Set Mortar Additive or Flextile 44 High Solids Thin-Set 
Mortar Additive.
• Good bonding of porcelain tile to interior concrete surfaces.
• Good slip resistance on vertical applications.
• High cement content.
• Excellent workability.
• Water resistant when cured.

ANSI A118.1 ANSI A118.1

https://flextile.net/wp-content/uploads/2020/03/51-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.51-Mortar-09-Dec.2020.pdf
https://flextile.net/wp-content/uploads/2020/03/5100-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2018/03/5100data.pdf
https://flextile.net/wp-content/uploads/2020/03/53-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-53-Mortar-2020-Dec.18.pdf
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Mortars and Additives

Latex Modifi ed Mortars

50 
Professional 

Grade-Mortar

52 
Versatile Premium 

Polymer-Modifi ed Mortar

5400 MaxiFlex
Superior Grade

Polymer-Modifi ed Mortar

60 
Polymer-Modifi ed
 Thin-Set Mortar

Flextile 50 is a professional-grade, high-
performance, one-component, polymer-modifi ed 
thin-set mortar. Unique, high polymer modifi cation 
provides the superior bonding characteristics and 
improved fl exibility for installation of tile and 
stone over most surfaces.
Installation of marble, granite, slate, precast 
terrazzo, porcelain tile and all types of ceramic tile  
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply.
• Water resistant when cured.
• Rated as a light performance commercial and 

residential mortar by ASTM C627-70 on plywood 
substrates.
• Rated as suitable for extra heavy service by ASTM 

C627-70 on concrete substrates.

Flextile 52 is a premium-grade, superior high-
performance, one-component, polymer-modifi ed 
thin-set mortar.
Unique, high polymer modifi cation provides 
the superior bonding characteristics and 
exceptional fl exibility required for installation 
of tile and stone over diffi cult to bond surfaces 
such as exterior grade plywood, vinyl and 
laminates.
Installation of porcelain, ceramic, mosaic, quarry 
and paver tile. Installation of natural stone, 
marble, granite, slate and precast terrazzo tile.
For interior or exterior use.

• Excellent adhesion to porcelain tile and to diffi cult 
to bond substrates.
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply.
• Water resistant when cured.
• Rated as a light performance commercial and 

residential mortar by ASTM C627-70 on plywood 
substrates.
• Rated as suitable for 

extra heavy service 
by ASTM C627-70 on 
concrete substrates.

Flextile 60 is a one-component, polymer-
modifi ed thin-set mortar.
Polymer modifi cation provides the excellent 
bonding and fl exibility characteristics required 
for installation of tile and stone over most 
surfaces.
For the installation of porcelain, ceramic, mosaic, 
quarry and paver tile, natural stone, marble, 
granite, slate and precast terrazzo tile.

• Excellent adhesion to porcelain tile.
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply.
• Water resistant when cured.
• Rated for residential and light commercial on 

plywood substrates.
• Rated as suitable for heavy service by ASTM 

C627-70 on concrete substrates.

Flextile MaxiFlex is a superior-grade, high-
performance, one component, polymer-
modifi ed thin-set mortar. Unique, high polymer 
modification provides the superior bonding 
characteristics and exceptional flexibility 
required for installation of tile and stone over 
diffi cult to bond surfaces such as exterior grade 
plywood, vinyl and laminates, and is suitable for 
use with submerged applications and freeze/
thaw conditions.
• High polymer content for high performance and 

fl exibility.
• Ideal for high traffi c areas.
• Can be used in both thin-set and medium-bed 

applications.
• Can be used for submerged applications and freeze/

thaw conditions.
• Excellent for most diffi cult tiles and substrates.
• Excellent workability.
• Available in Grey and White.
• Rated as suitable for extra heavy service by ASTM 

C627-70 on concrete substrates.
• Rated as a light performance 

commercial and residential 
mortar by ASTM C627-70 
on plywood substrate.

r

ANSI A118.4 / ANSI A118.11 ANSI A118.4 / ANSI A118.11ANSI A118.4 / ANSI A118.11ANSI A118.4E / ANSI A118.11 / ANSI A118.15E

https://flextile.net/wp-content/uploads/2020/05/5400-Certificate.pdf
https://flextile.net/wp-content/uploads/2020/03/5400-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-5400-10-Dec-2020.pdf
https://flextile.net/wp-content/uploads/2020/03/52-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-52-Mortar-09-Dec-2020.pdf
https://flextile.net/wp-content/uploads/2020/03/60-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-60-Mortar-10-Dec-2020.pdf
https://flextile.net/wp-content/uploads/2020/03/50-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-50-Mortar-09-Dec.-2020.pdf
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Large Format Tile Mortars

Mortars and Additives

Flextile 61 is a premium-grade, polymer-modifi ed, 
full-coverage, thin or medium-bed mortar.
For the installation of large format porcelain, 
ceramic, quarry and paver tiles without the need 
for backbuttering.
For the installation of natural stone, marble, 
granite, slate and precast terrazzo tile.
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply.
• Eliminates the need to backbutter large format 

or heavily lugged tile in order to achieve required 
coverage to backs of tile.
• Saves both time and money.
• Excellent bond strengths to all types of tile and 

natural stone.
• Supports large format tile, reducing lippage.

Flexlite 66 is a premium-grade, non-sag 
lightweight mortar, for thin or medium-bed, wall, 
fl oor and ceiling installation of marble, slate, 
granite, pre-cast terrazzo, porcelain tile, and 
most types of ceramic and stone tile.
For installation on properly prepared substrates 
of concrete, masonry, cement terrazzo, concrete 
backer units, existing surfaces of ceramic or 
stone tiles, Flextile WP980 waterproofi ng and 
crack isolation membrane, or, in dry areas only, 
exterior grade plywood.
• Excellent for non-sag, thin or medium bed 

installations of large dimension, heavy textured tile 
and stone on both vertical or horizontal surfaces.
• Flexlite 66 formulated with Flexlite Technology 

promoting ease of troweling.
• 11.3 kg (25 lb) bag covers the same area as a 22.7 

kg (50 lb) bag of traditional mortar.
• High fl exibility and bond strength.
• Formulated with recycled material, contributes to 

LEED certifi cation.
• Light colour mortar: for light-coloured natural stone, 

translucent marble and grout installations.
• For interior and exterior 

floor, wall and ceiling 
installations.

56 SR is a premium-grade, sag resistant mortar, 
designed specifi cally for thin or medium-bed, wall, 
fl oor and countertop installation of large format 
tile and stone.
Available in Grey & White.
• Installation of large format porcelain, ceramic, 

quarry and paver tiles, or natural stone such as 
marble, granite, slate. Excellent for non-sag, thin 
or medium bed installations on both vertical or 
horizontal surfaces.
• Excellent fl exibility and bond strength.
• Contributes to LEED certifi cation.
• For interior and exterior fl oor, wall and countertop 

installations.
• Easy to use-just mix with water and apply.
• Reduces the need to back butter large format or 

heavily lugged tile in order to achieve required 
mortar transfer to backs of tile.
• Excellent workability.
• Supports large format tile, reducing lippage.

55 LHT is a premium-grade polymer modifi ed, 
sag resistant mortar designed specifi cally for 
large heavy tile on both horizontal and vertical 
applications.
• Available in Grey & White.
• Installation of large format porcelain, ceramic, or 

natural stone tiles such as marble, granite, slate, 
etc. on both vertical or horizontal surfaces.
• Excellent fl exibility and bond strength.
• Contributes to LEED certifi cation.
• For interior and exterior floor and wall 

installations.
• Easy to use-just mix with water and apply.
• Reduces the need to back butter large format or 

heavily lugged tile in order to achieve required 
mortar transfer to backs of tile.
• Excellent workability.
• Supports large format tile, reducing lippage.

ANSI A118.4 / ANSI A118.11ANSI A118.4 / ANSI A118.11ANSI A118.4 / ANSI A118.11ANSI A118.4 / ANSI A118.11

NON-SAGNON-SAG NON-SAG

61
Polymer-Modifi ed

Full Coverage Mortar
66 

Lightweight Mortar
55lht

Large Heavy Tile Mortar

56sr
 Premium

Large Heavy Tile Mortar

https://flextile.net/wp-content/uploads/2020/03/56SR-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-56SR-Mortar-10-Dec-2020.pdf
https://flextile.net/wp-content/uploads/2020/05/56SR-Certificate.pdf
https://flextile.net/wp-content/uploads/2020/01/55LHT-SDS-eng.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-55LHT-Mortar-10-Dec.2020.pdf
https://flextile.net/wp-content/uploads/2020/03/66-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-66-Mortar-10-Dec.2020.pdf
https://flextile.net/wp-content/uploads/2020/05/66-Certificate.pdf
https://flextile.net/wp-content/uploads/2020/03/61-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-61-Mortar-10-Dec-2020.pdf
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Fast-Set and Epoxy Mortars

Mortars and Additives

58 
Polymer-Modifi ed
 Fast-Set Mortar

58xt 
Two-Component 

Fast-Set

62 
Full Coverage

Fast Set
100 

Flex Epoxy Mortar

Flextile 58 is a premium-grade, fast-set, superior 
high-performance, one-component, polymer-
modifi ed thin-set mortar.
Unique, high polymer modifi cation provides the 
superior bonding characteristics and exceptional 
fl exibility required for installation of tile and stone 
over diffi cult to bond surfaces such as exterior 
grade plywood, vinyl and laminates.
For installation of porcelain, ceramic, mosaic, 
quarry and paver tile. Installation of natural stone, 
marble, granite, slate and precast terrazzo tile.
• Fast curing – Tile can be grouted within 2-4 

hours: ideal for supermarkets, factories, hospitals, 
airports, shopping malls, etc.
• Excellent adhesion to porcelain tile and to diffi cult 

to bond substrates.
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply
• Water resistant when cured.
• Rated as a light performance commercial and 

residential mortar by ASTM C627-70 on plywood 
substrates.

Flextile 58XT is a two-component, fast-set, 
superior high-performance, mortar system.
For the installation of porcelain, ceramic, mosaic, 
quarry and paver tile, natural stone, natural and 
agglomerated marbles and granites, slate and 
precast terrazzo tile.
For installing white, light coloured or translucent 
marble, use WHITE Flextile 58XT.
• High performance system provides superior 

physical properties such as impact, vibration, aging, 
freeze/thaw, and cleaning chemicals resistance.
• For interior and exterior fl oor, wall and ceiling 

installations.
• Recommended for water immersion installations.
• Fast curing – Tile can be grouted within 2-4 hours, 

and tiled areas quickly ready for use.
• Allows medium bed installations of large 

dimension, heavy textured tile and stone.
• Saves both time and money.
• Excellent adhesion to all types of tile and stone.
• Excellent adhesion to plywood.
• Rated as suitable for extra heavy service by ASTM 

C627-70 on concrete substrates.

Flextile 62 is a fast-setting, polymer-modifi ed, 
full-coverage, thin and medium-bed mortar.
For the installation of large format porcelain, 
ceramic, mosaic, quarry and paver tile tiles 
without the need for backbuttering.
For the installation of natural stone, marble, 
granite, slate and precast terrazzo tile.
• Fast curing – Tile can be grouted within 2-4 

hours: ideal for supermarkets, factories, hospitals, 
airports, shopping malls, etc.
• Excellent fl exibility and bond strength.
• Excellent workability.
• Easy to use – just mix with water and apply.
• Eliminates the need to backbutter large format 

or heavily lugged tile in order to achieve required 
coverage to backs of tile.
• Saves both time and money.
• Excellent bond strengths to all types of tile and 

natural stone.
• Supports large format tile, reducing lippage.

A 100% solids, two component water washable 
epoxy mortar consisting of two components; a 
hardening resin and a pre-mixed portion of epoxy 
resin and graded aggregates.
For setting most types of ceramic floor tile, 
porcelain tile, quarry tile, and resistant fl oor bricks 
and pavers where chemical resistance and high 
strength and impact resistance is required.
For setting green marble, agglomerates, or other 
natural stones that are susceptible to warping 
and distortion when set with conventional 
Portland cement mortars.
• Superior bond and compressive strengths.
• Easy to mix and apply.
• Withstands steam cleaning.
• Ultra-strong.
• Easy cold water clean-up.
• Will not distort green marble or similar unstable 

natural stones.

ANSI A118.4 / ANSI A118.11ANSI A118.4F / ANSI A118.11 / ANSI A118.15F ANSI A118.4  / ANSI A118.11 ANSI A118.3

https://flextile.net/wp-content/uploads/2020/12/TDS.-En-100-Epoxy-Mortar-2020-Dec.18.pdf
https://flextile.net/wp-content/uploads/2020/03/Flexepoxy-100-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/03/62-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-62-Mortar-10-Dec.2020.pdf
https://flextile.net/wp-content/uploads/2020/03/58-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-58-Fast-Set-10-Dec.2020.pdf
https://flextile.net/wp-content/uploads/2020/03/58xt-Powder-SDS-eng.pdf
https://flextile.net/wp-content/uploads/2020/03/58XT-Liquid-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-58-XT-FAST-SET-10-Dec-2020.pdf
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Sanded \ Unsanded Grouts

Grouts

600 p.m.
Sanded Grout 

Flextile 600 Polymer Modifi ed Sanded Floor grout is a premium 
Portland cement-based grout containing graded aggregates, 
colourfast pigments, and polymer additives to provide superior 
fl exural and bond strengths.
For grouting all types of ceramic tile, quarry tile, pavers, granite, slate, 
mosaics or brick where joints width is 3 mm (1/8’’) to 12 mm (1/2’’).
Recommended for both interior and exterior applications.
• Ultra-strong.
• For interior or exterior use.
• Improved stain resistance.
• Easy to use – just mix with water and apply.
• Smooth, tight surface for easier maintenance.

500 p.m.
Unsanded Grout 

Flextile 500 Polymer Modifi ed Wall grout is a premium Portland 
cement-based grout containing fi nely ground fi llers, colourfast 
pigments, and polymer additives to provide superior fl exural and 
bond strengths
For grouting all types of ceramic wall tile, marble, glass mosaics 
or mosaic tile where joints width is 1.5 mm (1/16’’) to 3 mm (1/8’’). 
Recommended for interior applications only.
• Ultra-strong.
• Smooth, tight surface for easier maintenance.
• Enhanced colour richness.
• Improved stain resistance.
• Easy to use – just mix with water and apply. 

1600
Ultra Performance Grout 

 Flextile 1600 Ultra Performance Grout is a premium polymer 
modifi ed, pre-sealed colour-consistent grout. Unique formulation 
ensures colour uniformity, and develops superior flexural and 
compressive strengths, exceeding ANSI A118.7 requirements.
For grouting all types of ceramic tile, quarry tile, pavers, granite, slate, 
mosaics or brick where joints width is 1.5 mm (1/16’’) to 25 mm (1”). 
For residential and commercial, fl oor and wall surfaces, interior and 
exterior, in dry or wet applications. For swimming pool, spas, water 
fountain applications, after fully cured.
• Fast-setting, allows for foot traffi c within 3 to 4 hours.
• Colour uniformity.
• Ultra strong.
• For interior or exterior use.
• Polymer additive provides colour richness and uniformity.
• Improved stain resistance.
• Smooth, tight surface for easier maintenance.

ANSI A118.7ANSI A118.7ANSI A118.7

Grout Calculator Grout Calculator

Grout Calculator

https://flextile.net/wp-content/uploads/2020/03/1600-UPG-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-1600UPG-2020-Dec.17-1.pdf
https://flextile.net/about-us/grout-calculator/
https://flextile.net/about-us/grout-calculator/
https://flextile.net/about-us/grout-calculator/
https://flextile.net/wp-content/uploads/2020/05/1600-Certificate.pdf
https://flextile.net/wp-content/uploads/2020/03/500-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-500-UNsanded-2020-NOV-29-1.pdf
https://flextile.net/wp-content/uploads/2020/03/600-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-600-Sanded-2020-NOV-29.pdf
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Grouts

100 
Flex Epoxy Grout

ColourMax Plus 
 Urethane Grout

500 
Unsanded

600 
Sanded 

1600 UPG
FLEX

 Epoxy 100 
ColourMax 

Plus

Colours 39 39 39 13 17

Grout joint widths
1.5 - 3 mm 3-12 mm 1.5- 25 mm 1.5-12 mm 1.5-12 mm

1/16” - 1/8” 1/8” - 1/2” 1/16”-1” 1/16” - 1/2” 1/16”-1/2”

One-component / ready to use

Industrial Applications

Commercial Applications

Residential Applications

Interior

Exterior      * *     * *

Chemical Resistant

Stain Resistant

Non-sagging

Non-shrinking

LEED Points Available *

Effl orescence-Free

Light Foot Traffi c 24 hrs. 24 hrs. 3 hrs. 24 hrs. 24 hrs.

Heavy Foot Traffi c 48 hrs. 48 hrs. 3 hrs. 24 hrs. 48 hrs.

Initial Set at 21°C (70°F) 30 min. 30 min. 20 
min. 2 hrs. 2 hrs.

Full Cure 28 days 28 days 7 days 14 days 14 days

*Independently tested VOC-FREE per LEED v4

**Check with Flextile Technical Dept.

Grout Usage Chart

A 100% solids, two component water washable 
epoxy grout, consisting of two components; a 
hardening resin and a pre-mixed portion of epoxy 
resin, colour pigments and graded aggregate.
For grouting all types of ceramic tile, quarry tile, 
pavers, granite, slate, mosaics or brick where 
superior stain resistance, chemical resistance, and 
high strength and impact resistance is required. For 
joint widths of 3 mm (1/8’’) to 15 mm (3/8’’).
• Superior stain resistance.
• Easy to mix and apply.
• Exceptional colour consistency.
• Ultra-strong.
• Easy cold water clean-up.
• Anti-slump fi ller supplied for vertical applications.

NON-SAG

ColourMax Plus Grout is a PRE-MIXED 
urethane based sanded grout for ceramic, 
porcelain, glass and natural stone tile 
installations on fl oors and walls.
Ready-to-use ColourMax Plus Grout provides 
stain resistance, colour uniformity and overall 
performance superior to cementitious grout
Pre-mixed single-part product provides:
• No dust, no mess.
• Plenty of working time.
• Consistent mix every time.
• Excess product can be saved and used later.

Pigment-free formulation provides:
Absolute colour uniformity every time
• No batch control problems.
• No fading, streaking or shading.
• Ease of application and ease of clean-up.
• UV stable, non-yellowing.
• Semi flexible, low shrinkage and high crack 

resistance.
• Non-sag, excellent for vertical applications.
• Contributes to USGBC LEED Credits.

ANSI A118.3ANSI A118.3

Epoxy GroutReady to Use Grout 

Grout Calculator

https://flextile.net/about-us/grout-calculator/
https://flextile.net/wp-content/uploads/2020/03/Flexepoxy-100-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/10/201016-02_Flextile-Ltd._697-006-01A.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En.-100-Epoxy-Grout-2020-Dec.14.pdf
https://flextile.net/wp-content/uploads/2020/03/Colourmax-Plus-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2018/03/colourMaxPlusData.pdf
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Grout Accessories

Grout Refi nisher
Flextile 

Ultra-Performance Caulk

Flextile Grout refi nisher is a water based grout sealer, which does 
not contain any VOC.
Designed as a fi nish top coat for Portland cement based sanded 
and unsanded grouts, Flextile Grout Refi nisher dries to a matt fi nish 
which maintains the normal texture of the grout joint.
It is ideal for re-colouring faded or unevenly coloured grout joints, 
and also acts as a grout sealer to improve cleanability.
• VOC free.
• Improve stain resistance and cleanability.
• Easy to apply with included roller and brush attachments.

Flextile Ultra-Performance Caulk is a premium performance hybrid 
adhesive and sealant, formulated with MS Polymer Technology. 
Product is moisture curing, exhibiting outstanding sealant durability 
& adhesive strength after full cure. It is specially designed to 
complement the Flextile Polymer-Modifi ed Grout line.
Flextile Ultra-Performance Caulk cures in 3-5 days. Typical 
applications are in wet environments such as shower and tub 
surrounds, sinks, backsplashes and areas of high humidity. It remains 
highly fl exible with up to 500% elongation making it excellent for use 
in fl oor joints and low movement wall joints. It is paintable with most 
paints. Excellent adhesion to many substrates including aluminum, 
steel, glass, wood & many plastics.
• Chemically neutral: Non-corrosive & low odor.
• Outstanding bond strength on most substrates.
• Excellent application characteristics.
• Colour stable & UV resistant – non-yellowing.
• Cures in wet environments.
• Stays highly fl exible – will not crack.
• VOC compliant.
• Stain, mold and mildew resistant.
• Paintable.
• For indoor and outdoor use.
• Meets ASTM C920 and TTS 0230C for 

larger joints and expansion joints.

Grouts

NON-SAG

ASTM C920

https://flextile.net/wp-content/uploads/2020/03/Grout-refinisher-SDS-eng.pdf
https://flextile.net/wp-content/uploads/2018/03/groutRefinisherData.pdf
https://flextile.net/wp-content/uploads/2020/03/UP-Caulk-SDS-ENG.pdf
https://flextile.net/wp-content/uploads/2020/12/TDS-En-Caulk-2020-Dec-10.pdf
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Vapour Grey
504 / 604 / 1604

Ocean Grey
525 / 625 / 1625

Mineral
514 / 614 / 1614

Mandarin Red
102

Navy Blue
107

Blue Spruce
104

Walnut
509 / 609 / 1609

Colonial Brown
554 / 654 / 1654

Mocha
558 / 658 / 1658

Antique Brown
507 / 607 / 1607

Champagne
557 / 657 / 1657

Beach Buff
556 / 656 / 1656

Harvest
586 / 686 / 1686

Ivory
582 / 682 / 1682

Pearl
583 / 683 / 1683

Almond
511 / 611 / 1611

Smoke
581 / 681 / 1681

Soft Wheat
503 / 603 / 1603

Putty
505 / 605 / 1605

Camel
584 / 684 / 1684

Jet Black
553 / 653 / 1653

Midnight
 518 / 618 / 1618

Storm
517 / 617 / 1617

Charcoal
585 / 685 / 1685

Pewter Grey
588 / 688 / 1688

North Sea Grey
563 / 663 / 1663

Earl Grey
520 / 620 / 1620

Silverado
523 / 623 / 1623

Silver Grey
513 / 613 / 1613

Dove Grey
524 / 624 / 1624

Sterling
519 / 619 / 1619

The colours shown are reasonable representations of the actual colours available in Flextile grouts. 

Bright White
510 / 610 / 1610

Frost
521 / 621 / 1621

Snowhite
551 / 651 / 1651

Bone
512 / 612 / 1612

Blizzard
516 / 616 / 1616

Natural Grey 
550 / 650 / 1650

Desert 
587 / 687 / 1687

Sahara 
515 / 615 / 1615

Grouts

Grout Colours
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Distributors

Wholesalers

Canada

ALBERTA

CALGARY 1-800-322-8182

EDMONTON 1-800-619-4438

BRITISH COLUMBIA

VANCOUVER 1-800-663-9441

MANITOBA

WINNIPEG 1-800-665-8017

NOVA SCOTIA

HALIFAX 1-800-565-7790

ONTARIO

HAMILTON  1-800-263-1370

LONDON 1-800-265-4690

OTTAWA 1-800-267-1864

TORONTO 1-800-268-1613

WINDSOR 1-877-410-5953

QUEBEC

MONTREAL 1-800-361-1954

QUEBEC CITY 1-800-463-5516

ALBERTA

BLANCHETTE SLATE
EDMONTON 780-484-8738

CARPETLAYERS SUPPLIES
EDMONTON 780-454-2483

I-XL MASONRY SUPPLIES
CALGARY 403-243-6031

EDMONTON 780-465-4848

BRITISH COLUMBIA

BROCK WHITE CANADA COMPANY
BURNABY 604-299-8551

LANGLEY 604-576-3111

SURREY 604-576-9131

BUTLER & BUTLER
KELOWNA 250-765-5000

I-XL MASONRY SUPPLIES
BURNABY 604-299-0270

SURREY 604-591-7377

SASKATCHEWAN

CALTEC FLOORING
REGINA 306-781-7770

U.S.A.

ALPHA TILE & STONE 

TAMPA, FL (Head Office)
800-785-9000

FORT MYERS, FL
800-785-8288

SARASOTA, FL
800-785-3484

BEAVER TILE & STONE

FARMINGTON HILLS, MI (Head Office)
800-825-0551

GRAND RAPIDS, MI
616-534-2883

SAGINAW, MI
800-797-0897

SHELBY TOWNSHIP, MI
800-889-5395

DOBKIN TILE & STONE

BUFFALO, NY (Head Office)
800-759-1414

ALBANY, NY
518-489-6803

KATE-LO TILE & STONE

MINNEAPOLIS, MN (Head Office)
800-288-3026

OMAHA, NE
877-687-6636

URBANDALE, IOWA
800-320-1387

LEXCO TILE & STONE 

MILWAUKEE, WI
800-242-2249

NEW JERSEY TILE & STONE

EDISON, NJ
800-513-8453

THOMPSON TILE & STONE

SPOKANE, WA (Head Office)
800-827-2555

SEATTLE, WA
800-827-4093

PORTLAND, OR
800-827-4092

Sub-Distributors




